If its possible for you, you can sew the layers together. However, | have a very hard time doing 


this and so I glue each layer together. Use either Hi-Temp hot glue or E-6000, which you can 


find at Wal-Mart and most craft stores. 
2. Here is what this bow looks like with all the layers glued together. 


for additional stability. 


Add your center embellishment for a completed hair bow. 
o > © x ? © 


a Z 
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Glue your clip to the back of the bow. Use the added piece of ribbon to glue across the barrette 


These instructions DO NOT show how to make the actual bows — just how to cover the 
Snap Clip with ribbon. For instructions on how to make the bows, see the techniques 
taught in this manual 


FOR THIS EXAMPLE, | am using a 50mm Snap Clip and a 14” piece of %4” Ribbon. Add 
about 2 to 3” additional ribbon for a 60mm Snap Clip, and 5 to 6” additional ribbon for an 
80mm Snap Clip. 


TON 


1. Start out by having your Snap Clip ready. Then cut a piece of %4” ribbon to 14 inches. 
Seal BOTH ends. 

2. Fold the ribbon exactly in half and crease the end. 

3. Open up your Snap Clip. Notice how the ribbon has a crease in it. This will help you to 
know where the exact center point of the ribbon is. 
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4. Place a small dot of glue on the pointed end (the tip) of the clip. 

5. Place the center point of the ribbon over the glue and press firmly. Wait for it to dry 
before continuing to the next step. 

6. Take the ribbon at the RIGHT and place it behind the clip as shown — at an angle. 


7. Now take that SAME ribbon and bring the END around and through the MIDDLE of the 
clip. Follow the picture closely. Notice how the end is BEHIND the other ribbon. 

8. Now just continue pulling that ribbon through and tighten it around the clip edge. 

9. Follow Steps 7 and 8. Try to make the angle of your ribbon the same after each loop — 
and pretty close to the same distance apart for uniformity. You'll need to pull very tightly 
after each loop. 
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13. 


14. 


15. 


Continue looping the ribbon around until you get to the BIG END (the Back) of the clip. 
Now place a bead of glue AT AN ANGLE across the back of the clip as shown. 

Take the end of the ribbon across the bead of glue and press firmly. If you are using hot 
glue, it will dry fairly quickly. 


Now go back to the TIP of the clip and follow the same steps as in Steps 6 and 7 with 
the other side. 

Start wrapping the ribbon around the RIGHT edge of the Clip. Remember to pull tightly 
after each loop. 

Continue until you get to the BIG END of the barrette. Place a bead of glue at an angle 
across the back of the barrette as shown. 
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16. Take the end of the ribbon across the bead of glue and press firmly. Notice how the two 
ends have formed an X. 

17. With the clip facing towards you as shown, take the ribbon at the LEFT and feed the end 
through the middle of the clip. 

18. Pull the end all the way through and tighten. 


19. Now take that SAME end and fold it UP over the top. 
20. Turn the Snap Clip over to the back. 
21. Place a bead of glue at the back of the clip as shown. 


Continued on next page...... 
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22. Fold the end of the ribbon down over the bead of glue and press firmly. 

23. Cut the end of the ribbon off and seal the edge — but be very careful as not to burn 
yourself. 

24. Repeat Steps 17 through 23 for the other side. This is what it will look like at the back. 


25. Turn the barrette back over to the front and this is what it will look like. 
26. To attach a bow, simply place a bead of glue on the BIG END of the clip. 
27. Place your bow onto the glue and press very firmly. FINISHED!! 


Twisted Boutique on the Bottom 


Flower (Mum) Technique 2-Loop Inside Out on Top 


Two-Loop Topper Technique 


o 


Y= 
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How to Make a Loopy Bow 


v RIBBON - Any size will do. Also, you 
can use as many different ribbons as you 
would like. For this example | will be 
using 3. To start out, | would 
recommend using just one ribbon until 
you get the technique down. 


v THREAD -Find a color to match the 
ribbon that you are using. 


v FRENCH PINCH BARRETTE - | would 
recommend using a smaller barrette — | 
used a 2 1⁄4” barrette for this illustration. 


v NEEDLE - Any kind of needle will do. 
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Remove the metal piece from the 
inside of the barrette. Set it 
aside. 


STEP 2 


Get your needle and thread ready. You will need 4 strands of thread in your needle and they will 
need to be around 48 inches long — or just spread your arms out as far as they can go and cut the 
thread to that length. Make sure you put a knot at the end of the thread. 


STEP 3 


Seal the ends of your ribbon with 
whatever method you prefer — | 
used a lighter. Depending on 
how big your loops are and how 
many loops you have, will depend 
on how much ribbon you need — 
and it’s very hard to gauge that 
amount. So, don’t cut a certain 
amount of ribbon off the spool 
just yet. 
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STEP 4 

A. If you're using more than one 
ribbon, place them on top of 
each other as shown. 


B. Take you needle and thread 
through the ribbon — about a 
quarter of an inch from the 
end. 


C. Thread it all the way through 
until the knot stops at the 
back. 


SIEPS 


Place the ribbon on the back of 
the barrette as shown. You can 
start at either side — it really 
doesn’t matter. 
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STEP 6 


Take a stitch through the hole at the 
end of the barrette. Repeat on the 
other side. Pull tightly after each 
stitch. 


STEP 7 


From this point forward until the very end, 
you will not need to hold onto the needle — 
just the thread. 


Wrap the thread a couple of times around 
the barrette and the ribbon — just inside the 
barrette next to the spring as shown in the 
picture. 


STEP 8 


A. Turn the barrette over so that the flat 
side of the barrette is on top. 


B. Take up a loop — any size that you 
wish. The bigger the loop, the taller 
the bow. 
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Now you need to take the thread and wrap 
it around the barrette a couple of times, 
pulling slightly each time. 


**Make sure that you squeeze the ribbon 
together over the top of the barrette so that 
the ribbon doesn’t fold over to the bottom of 
the barrette. 


STEP 10 


A. Before you pull too tightly, you need 
to spread the loops out slightly. 
Then, wrap the thread around the 
barrette a couple more times, this 
time pulling very tightly. 


B. Slide the loop to the end of the 
barrette so that you can make room 
for more loops. 


STEP 11 


Make another loop. This time angle the 
loop downward or upward if you wish. 


**For this example, | angled it downward 
as shown, then upward the next time. 
Remember to pull the ribbons apart, 
making the bow more full. 


Continue in this manner until you get to 
the end of the barrette. 
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STEP 12 


STEP 13 


Once you've reached the end of the 
barrette, take your scissors and clip the 
tails of the ribbon. Then, use your 
desired method of sealing the ends. 


**Just be careful if you’re using a 
lighter. It might be easier to use the 
liquid fray check for this. 


A. Turn the bow to the bottom so that the 
underside of the barrette is showing. 


B. At this point, | like to take some of the 
remaining thread and sew back and 
forth on the barrette at an angle until | 
reach the other side. 


**See the picture below as a reference. 


C. Take up a couple of stitches at the 
end and tie a knot to secure. 
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STEP 14 


**This step is optional, but | like to do it 
because it gives the bow a more finished 
look. 


A. Cut a piece of ribbon to fit the inside 
of the barrette and seal the ends. 

B. Glue the ribbon to the inside of the 
barrette. 

C. Put the metal piece back inside the 
barrette. 


You now have a finished bow! 
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“de ~~ Loopy Bow ‘Variation t~~ 


TIP 1 — For a 4” bow, measure each section by 4”. For a 5” bow, measure each section by 5”, etc. 
TIP 2 — Use smaller ribbon — like 7/8”, 5/8” or 3/8”. You can use larger ribbon, but it will probably 
work better if you use the smaller stuff. © 
TIP 3 — Make each layer slightly smaller. For example, on the bow above, the bottom layer was 
measured at 4”. The next layer was measured at 3.75”. The next at 3.5”, and the next at 3.25”. 
TIP 4 — For this example, | am using Numbers to mark the spots. When you have the technique 
down, you can just use dots. 

HAVE A NEEDLE AND THREAD READY. 


Start by sealing one end of your ribbon. Using a pen, mark the end of the ribbon with a “1”. 
Measure 5” (or 4”, 6”, 7”, etc.) from the # 1. 
Mark the end of the measurement with a “2”. 


ONE 


Measure another 5” (or 4”, 6”, etc.) from # 2. 

Mark the end of the measurement with a “3”. 

Continue in this manner until you get to the # 7 (this is for a SIX loop bow). NOTE: For an 8-Loop Bow, keep 
measuring until you get to the #9. For a 10-Loop Bow, measure to # 11, etc. 


ook 
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7. Now take your needle and place it in the middle of the ribbon at the # 1 spot. DO NOT take the needle all the way 
through. 

8. Now find the # 3 part of the ribbon. 

9. Loop the ribbon around as shown. 

10. Now place the needle in the middle of the # 3 spot. 


11. Now place the # 2 part of the ribbon onto the needle. Remember — you DO NOT take the needle all the way 
through. 

12. This is what the ribbon looks like so far. Note how the ribbon is in the middle of the needle. 

13. Now find the # 5 part of the ribbon. Loop it around just like you did in Step 9. 

14. Place the needle in the # 5 spot. 


15. Now place the needle in the # 4 spot as shown. Repeat Steps 13 — 15 until you have your desired # of loops. 

16. Once all the loops have been formed, you may need to shape your bow a little bit. Once you have your desired 
shape, take the needle all the way through until the knot stops at the back. 

17. Take your thread around the center quite a few times and tighten each time. 


REPEAT ALL OF THE ABOVE until you get the desired number of layers. Stack them together and then finish off with 
a flat or knotted center. r 


i 
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i, ~~ Funky Loops Hair Bow ~~ 


This hair bow is very involved! Please be patient with yourself as you make it. And remember that 
pretty much ANYTHING GOES! 


) 


di EO) A 


SUPPLIES NEEDED 
v Ribbon of various colors and sizes 
v Scissors 
v Needle 
v Thread 
v French Pinch Barrette (2” or 2 %” recommended — but can go bigger or smaller) 
v Ruler or Cutting Board 
v Lighter (or other ribbon sealing method) 
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There are 4 main ways to add ribbon in this bow. They are illustrated below: 


Loop & Tail 
Just a Loop 
Loop & 2 Tails 
Just 2 Tails 


€e e e€ 


Other ways to add to the bow (not pictured): 


v Just one tail 
v Korker 
v Any other embellishment you want to add (material strips, ric rac, etc.) 


Loop & Tail 
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PLEASE NOTE 

Before you begin, you need to decide how TALL you want your bow to be. Or, in 
other words, how big do you want your loops? Do you want them to be 2”, 2 1⁄2”, etc. 
Take a piece of ribbon and measure it to help you decide how big you want your 
loops. | will give you a guideline for a 2” loop and a 2 1⁄2” loop on how to cut your 
ribbon. Or...use the ribbon cutting formula below. 


RIBBON CUTTING GUIDELINE 


(Use this guideline for cutting your ribbon — Please note that | like my tails to bea 
little longer, so I’ve added an extra half inch to the tails in these measurements.) 


TWO-INCH GUIDELINE 


Loop & Tail Loop & 2 Tails 

e Ribbon Length=7” e Ribbon Length=9” 

e Marks at 2 1⁄2” & 6 1⁄2” e Marks at 2 1⁄2”, & 6 1⁄2” 

Just a Loop Just 2 Tails 

e Ribbon Length=4 1⁄4” e Ribbon Length=5” 

e No marks, just fold in half e Fold the ribbon in half and make a mark 


TWO & A HALF INCH GUIDELINE 


Loop & Tail Loop & 2 Tails 

e Ribbon Length=8 1⁄2” e Ribbon Length=11” 

e Marks at 3” & 8”. e Marks at 3” & 8”. 

Just a Loop Just 2 Tails 

e Ribbon Length=5 1⁄4” e Ribbon Length=6” 

e No marks, just fold in half e Fold the ribbon in half and make a mark 


RIBBON CUTTING 


FORMULA 


(Length of Tail) + (Height of Loop x 
2) + (Length of Tail) = Length to Cut 
Example: (2 4%”) + (2x2) + (2 %”) = 9 

inches 


RIBBON MARKING 
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You'll need to mark the ribbon with a pen or 
pencil at the base of both tails. (See Below) 


MARK 1 at Base of 1° Tail MARK 2 at Base of 2 Tail 


WUT 


II! TIME TO BEGIN !!! 

Decide what sizes and colors of ribbon you want to use. Then start cutting and 
marking your ribbon. You don’t necessarily need to mark your ribbon, but | would 
recommend that when you're first starting out that you DO MARK your ribbon. It will 
help you to keep all of your loops and tails even and uniform. 


HAVE ALL OF YOUR RIBBON TOGETHER IN FRONT OF YOU SO 
THAT YOU CAN DECIDE ON THE PLACEMENT OF ALL THE 
DIFFERENT LOOPS, COLORS, ETC. ADDITIONAL HINT: USE YOUR 
WIDER RIBBONS FOR YOUR FIRST LAYER ACROSS THE BARRETTE. 
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1. Have a needle and thread ready. (You can use wire if you prefer, but for some reason | love 
using needle and thread. ©) Remove the middle metal piece from the barrette. 

2. Place the needle through the middle part of the ribbon at one of the markings. For this example, 
I am using a “Loop & Tail”. Pull the needle & thread all the way through until the knot stops at 
the back. 

3. Now place the ribbon directly on top of the barrette. 


ania 


f 


4. Take the needle and thread around the ribbon and barrette as shown. 

5. Pull the thread tightly, adhering the ribbon to the barrette. You'll need to squeeze the ribbon 
together on top of the barrette so that the ribbon doesn’t fold over into the inside of the barrette. 
It should look as pictured. Take the thread around 2 to 4 times until it is very secure. 

6. This is what the top of the barrette should look like. 


7. Now form the ribbon into a loop on top of the barrette, using the next “Marking” as a guideline. 

8. Place your needle through the middle of the ribbon at the next Mark. Pull it all the way through 
until the knot stops at the back. 

9. Take the thread all the way around the ribbon and the barrette a couple of times and pull tightly. 
Once again, you'll need to squeeze the ribbon together to keep it from folding to the inside of the 
barrette. 
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10. Now add your next piece of ribbon — in this case | used a “Loop & 2 Tails”. Use your markings 
as a guideline as to where to place the needle each time. Place the ribbon a little at an angle so 
that it’s not just straight across the barrette. 

11. Now add your next piece of ribbon — in this case | used a “Loop & Tail”. 

12.Keep on adding. © 


13. This is what the inside of the barrette looks like so far. 

14.Keep on adding until you get to the end of the barrette. For this bow, | used 4 pieces of 1 %” 
ribbon, 5 pieces of 7/8” ribbon, and 1 3/8” piece. It was very tight — you probably wouldn’t need 
to add that many pieces. 

15. This is what the inside looks like at this point. 


GQ 


16. Now start at one end of the bow and start adding additional pieces of ribbon. In this picture I’m 
using “Just a Loop”. 

17. Insert the piece between 2 other pieces of ribbon and wrap the thread around a few times until 
it's secure. Angle it any way that you want. 

18.In this example, I’ve added 3 additional pieces between the Apple Green Grosgrain and the 
Lavender & White Striped ribbon. 


NOTE: You will run out of thread quite a few times in the process of making this bow. When you get to the end 


of your thread, just tie it off somewhere at the bottom of the barrette (where it won’t be seen). Then, load your 
needle with more thread (with a knot at the back) and start up again. 
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19. Keep filling pieces in all across the barrette. Angle some towards the bottom, angle some 
towards the top, and then have some be right in the middle. Use korkers, 3/8”, 5/8”, or whatever 
works! In this picture, I’ve only gone back in and added stuff in the first half of the bow. 

20.In this picture, I’ve added additional pieces throughout the entire bow. 


21. This is what the inside of the barrette will look like when you’re completely finished. 
22.To cover up all the thread, cut a piece of 3/8” grosgrain to fit inside the barrette. Glue it down. 
23.Replace the metal piece and you’re now finished! 


AONE 


11. 
12. 


Minnie Mouse 
Character Bow 


Make three 5 1⁄2” spikes and make them into a bow. Here | used 1 1⁄2” grosgrain ribbon in black and red polka dots (BOW 1). 
Using the 3 1⁄2” setting on the bow maker, make a 4-Loop Double Ruffle Bow with 1 %” white ribbon (BOW 2). 

Stack Bow 1 and Bow 2 and adhere together with thread (take the thread around the center a whole bunch of times). 

Using the 3” setting on the bow maker, make a “Bow Tie” hair bow with 1 1⁄2” Red Polka Dot Grosgrain Ribbon. (Use the Double 
Ruffle Technique and only make a 2-Loop Bow.) 


Cut your 1 %” black ribbon to about 24 inches. Measure in 6” from one end of the ribbon and place a pin in the ribbon to mark 
the spot (PIN 1). 

Measure in another 7” (you can use more if you want) and place another pin in the ribbon to mark the spot (PIN 2). 

Place the ribbon at PIN 1 under the presser foot of your sewing machine. Using a “basting stitch” or the biggest stitch width that 
you have, begin to sew as close to the edge as you can. BACKSTITCH after the first stitch. 

Sew all the way down until you get to PIN 2. DO NOT Backstitch here. 


Cut the remaining thread back at “Pin 1”. Remember, this is the end that |S BACKSTITCHED. 

At the other end of the sewing (where “Pin 2” is), take out the pin. Take the TOP thread and gather the ribbon. 

The ribbon will naturally form a circle. Gather the ribbon as tightly as possible. 

With your LEFT hand, hold the gathers in place and with your RIGHT hand take the ribbon that is to the RIGHT and make a 2” 
(or so) loop. 
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13. Take your needle and thread through the back of the loop. Pull it all the way through until the knot stops at the back. 
14. Using the “accordion fold”, wrap the thread around the loop until there is no more “give”. Take up a stitch at the back , tie a knot, 


and cut the thread. 
15. Now make a loop with the ribbon at the left and do the same thing as step 14. 
~ +o m, 


path. 


16. Now wrap the thread around the two loops, connecting them together as shown. 


17. Glue the “mouse ears” onto the white ruffle bow. Then, glue the red bow-tie bow onto the “mouse ears”. The bow-tie bow will 
cover up most of the sewing. 


GOOD LUCK! 
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~~ Little Bug Bows ~ ~ 


SUPPLIES: The supplies needed are the same as with other bows — scissors, needle & thread, 
lighter, ribbon (of course ©), glue, etc. 


STARTING OFF | will teach you how to make antennas. Most of the bugs have them — so I'll just 
explain them here at the beginning. Just remember that you can make the antennas in any style, 
size, or Shape you want. It’s totally up to you. I’m using 3/8” Grosgrain Ribbon. 


`A Ill 


1. Cut your ribbon to the size you want — in this example | am using a ONE INCH cut. Notice that 
on each side of the ribbon there is a “woven” type edge — where it’s a little thicker than the 
middle part of the ribbon. 

2. Using sharp scissors, cut both “edges” off. You can make them as thin or as thick as you want. 
Keep as steady of a hand as possible while cutting. If they’re not exactly even, it will be okay. 
It'll still look good on your finished bug. 

3. Here we have the two cut edges (the antennas) and the middle part of the ribbon. You can just 
throw the middle part of the ribbon away — you won't need it. 


4 5 6 


4. You can use your fingers for this part — but it’s really so much easier to use an alligator clip or 
tweezers — that way you won't burn yourself. Hold one end of the antenna with the alligator clip 
or tweezers. Using your lighter, quickly brush it along the cut edge of the ribbon — sealing it. 
PRACTICE THIS over and over until you get it. It shouldn’t take too long. 

5. To get a CURVED antenna — just concentrate the lighter’s heat in one spot. The ribbon will 
naturally curve. PRACTICE this as well. 

6. Now repeat with Antenna # 2 and you have a set. 
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7. For CURLY antennas, you simply need a piece of Korker ribbon. For this example, | used a 1 
inch piece. 

8. After you've cut the Korker, spread it out between your fingers and cut both edges — just as you 
did in Step 2. 

9. Here you have both cut edges. 

10. Now hold one end with an alligator clip or tweezers and seal the edges with a lighter. This is 
MORE difficult to do because it’s hard to work around those curls. But, it is possible. © 


INOW FOR THE FUN STUFF!!! 
(ON THE NEXT PAGE) 
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WHEN MAKING the Ladybug Bows, you can make adjustments as necessary. If you want a bigger 
body, then cut the ribbon bigger, etc. Also, you can use more than 2 loops. Use three or four if you 


wish. In this example | am using 3/8” Grosgrain Ribbon. 


FS > 


Cut your first piece of ribbon to FOUR inches. I’m using 3/8” Red with Black Swiss Dots 


1. 
(http://www.theribbonretreat.com). Seal the edges with a lighter. 

2. Now take one edge of the ribbon and either hold it down on a flat surface — or you can hold it in 
your hand -- whichever is easiest for you. 

3. Take the OTHER end of the ribbon and bring it around as shown — both edges will be flush with 


each other. Take note of the WRONG side of the ribbon. 


Continued on Next Page...... 
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4. Either GLUE or SEW the two edges together. | prefer to SEW the edges because it’s not as 
bulky as gluing. Plus, | think it holds together better. 

5. This is what it will look like so far. 

6. Now take your second piece of ribbon and cut it to THREE inches. Seal both ends. Repeat 
STEPS 2 through 4 with this piece of ribbon. 


. Now you have two loops. 

. Turn them over. 

. Place the smaller loop inside of the bigger loop. You can either have the pointed tips FLUSH 
with each other — or have the smaller loop slightly higher. It’s up to you and how you want your 
finished bug body to look. GLUE or SEW these two loops together. 


O ON 


10. After the two pieces are put together (Sewn or glued), then turn the body back over. 
11.Cut a piece of black ribbon to approximately ONE inch. Seal the edges. 
12. Now place a dab of glue at the tip of the bug body — do not use too much. 
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13.Place the black piece of ribbon over the tip of the bug body. Try to make it as even and straight 
as possible. 

14.Turn the bug body over and place another dab of glue at the point. You can put a little glue on 
the black ribbon as well — just not too much. 

15. Now fold both edges of the black ribbon down and press firmly. 


16 17 me: 
Q- 
a End 


16. Turn the bug body back over and this is what it will look like. 

17.Now you will need your antennas, your bug body, and a lined clip — I’m using a double-prong 
alligator clip, but you can use whatever kind of clip you want. Also, I’m using 1” antennas. 

18.Place a dab of glue about a quarter inch or so from the top of the alligator clip. Remember not to 
use too much glue. 


T I œ 


19. Now carefully place your antennas onto the glue and position them at your desired angles. 

20. Place another dab of glue over the antennas and slightly down the alligator clip — about a half 
inch. 

21.Place your bug body onto the clip and press firmly to secure. 


YOU HAVE A FINISHED LADYBUY BOW! CONGRATULATIONS! 
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~~ Bumblebee s 
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AGAIN, you can make adjustments to these loop sizes as desired. For this example | am using 
ALL 3/8” ribbon — except for on the wings. You'll need a lined clip/barrette (whatever color you 
desire) and two antennas. 


1. Cut FOUR pieces of ribbon at 4 inches, 3 1⁄2 inches, 3 inches, and 2 %” inches. SEAL the 
edges. 

2. Make a loop with the 4 inch piece — as shown. It’s the EXACT same as the Ladybug Loop, just 
flipped over. Make sure both ribbon ends are flush with each other. Either SEW or GLUE the 
two edges together. In this example, I’ve sewn the edges. 

3. Repeat with all 4 ribbons — you'll have four different sized loops. 


Continued on Next Page.... 
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4. Take Loop 2 and place it INSIDE Loop 1 as shown. SEW or GLUE together. 
5. Repeat with Loops 3 and 4 until they’re all put together — this is your bug body. 
6 


. For a different look for your bumble bee, you can flip the bug body over and use it that way. 
Either way will look cute. 


— @ Q 


7. Cut a piece of black ribbon to approximately 1 1⁄4”. Seal both edges. 
8. Place a dab of glue at the tip of the bug body. Remember not to use too much glue. 
9. Place the black piece of ribbon evenly onto the tip. Press firmly. 


palp : 11 12 


10. Turn the body over and place glue at the tip again. 
11. Fold the black ribbon edges over and press firmly to secure. 
12. Now make your antennas. For this example, | used 1 inch antennas and curved them slightly. 
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13.Place a dab of glue at one end of your clip — about 1⁄4” to 1⁄2” from the top. Carefully place your 
antennas onto the glue and position them as desired. 

14. Place a little more glue over the antennas and slightly down the clip. 

15.Place your bug body onto the glue and press firmly. 


NOW WE'RE READY FOR WINGS!! In this example I’ve used 1⁄4” white grosgrain ribbon. It 
would look very cute to use sheer ribbon as well. 


1. Cut a piece of ribbon to about 3 % inches. Make a mark a quarter inch from one end (MARK 1), 
at 1 %” (MARK 2) and at 3 %” (MARK 3). These marks are on the WRONG side of the ribbon. 

2. Make your first loop by placing MARK 2 directly over MARK 1. Use your arrows as guidelines. 
The two WRONG sides of the ribbon will be touching each other. 


a 
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3. Make your second loop by placing MARK 3 directly BEHIND the bow. This way no tails will be 
seen. Take note of the WRONG and RIGHT sides of the ribbon. 

4. Use a needle and thread to secure the center. With this bow you can see the pen marks. When 
you make your actual bow, you'll want to use something lighter that won’t show through the 
ribbon. 
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5. Place a small dab of glue at the back of your wings — the side that has the tails. 
6. Glue it onto your bug body. 


OTHER ANGLES: 
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